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LOGIN PROCESS

1. Login process

1. Enter the following address in the address bar of your web browser:
http://[IP address of AE-200/EW-50]/control/index.html
2. You will be taken to a login screen.

| |ﬂ

P

Example:
If the IP address of the AE-200/EW-50 is 192.168.1.1, you must enter the following URL:
[http://192.168.1.1/control/index.html].

Note:

The standard IP address of the AE-200/EW-50 is 192.168.1.1.

The recommended IP address range of the AE-200/EW-50 is between 192.168.1.1 and 192.168.1.40.

The website will then be displayed in the language of the PC operating system. If a different language is required,
please select one of the following addresses:

Chinese http://[IP address of AE-200/EW-50]/control/index.html|?zh
English http://[IP address of AE-200/EW-50]/control/index.html?en
French http://[IP address of AE-200/EW-50]/control/index.htmI?fr
German http://[IP address of AE-200/EW-50]/control/index.html?de
Italian http://[IP address of AE-200/EW-50]/control/index.html?it

Japanese http://[IP address of AE-200/EW-50]/control/index.html?ja
Portuguese  http:/[IP address of AE-200/EW-50]/control/index.htmI?pt

Russian http://[IP address of AE-200/EW-50]/control/index.html?ru

Spanish http://[IP address of AE-200/EW-50]/control/index.html?es

Turkish http://[IP address of AE-200/EW-50]/control/index.htmI?tr
Note:

For direct access in the future, you can add the website to your favourites on the login screen.
If the Integrated Centralized Control Web is in continuous operation, the PC must be restarted on a regular basis
(approx. once a week).
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DESCRIPTION OF THE WEB INTERFACE

3. Enter the user name and the password on the login screen and click [Login]. A screen showing the operating status
of the air conditioning unit will then be displayed.

User Terminal Default user name Default password
Head of building technology PC administrator admin

The user name and password used for the Integrated Centralized Control Web are different to those used for the LCD.

We recommend changing the default user name and password to ensure that no-one except the head of building
technology can change the settings.

2. Description of the web interface

21 Group display

Click [Monitor/Operation] in the menu, then click [Show groups] to display the operating status of unit groups.
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Menu item Description
[Controller] Click here to restrict the unit group display to [Centralised controllers], [Blocks] or [Energy management blocks].
[Number of units with error present] Displays the number of units controlled by the AE-200/EW-50 that presently feature an error.
Click [Info] > [Error list] to display the [Error list] screen.
[Select all] Click here to select all displayed unit groups.
[Reset all] Click here to discard the entire current selection.
[Group icon] The type and status of the units within the group are displayed here.
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DESCRIPTION OF THE WEB INTERFACE

2.2 Floor plan display

Click [Monitor/Operation] in the menu, then click [Floor plan] or the [Storey display area] to display the operating status of
unit groups. The floor plan to be shown can be selected by clicking the [Storey display area] and the [Storey display
selection area] while in the floor plan display.

Note:

If you click the [Storey display area] on the Home screen, the menu will change to [Monitor/Operation] and the floor plan
of the selected storey will be shown.
If no floor plan has been saved, then no floor plan will be shown.

Upper floors
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13/20(Fn) / v
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Menu item Description

[Storey selection]

Changes the storeys shown in the storey display area in units of 10 storeys.

Displays the status of the air conditioning units registered for the storeys.
(Green): One or more units located on this storey are in operation.

[ (Grey): All units located on this storey have stopped.

l (Red): Error on one or more units located on this storey.

Note: The number of buttons for changing between the displayed storeys varies depending on the settings configured under
[Storey settings] as part of the initial settings.

[Storey display]

Displays the operating status of the air conditioning units for 10 storeys.
Displays the status of the air conditioning units registered for the storeys.
: One or more units located on this storey are in operation.

= : Al units located on this storey have stopped.
mmm : Error on one or more units located on this storey.

[Number of units with error present]

Displays the number of units controlled by the AE-200/EW-50 that presently feature an error.
Click [Info] > [Error list] to display the [Error list] screen.

[Name of storey] The name of the displayed storey is shown here.
[Upper floors] Click here to move to the upper floors.

[Lower floors] Click here to move to the lower floors.

[Select all] Click here to select all displayed unit groups.
[Reset all] Click here to discard the entire current selection.
[Close] Click here to close the floor plan screen.

[Zoom bar] Click here to zoom in or out of the floor plan.
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2.3 Selecting group icons

2.3.1 Selecting unit group(s)

On the floor plan screen or the group list screen, click the icons of the groups you wish to operate.
The selected group icons are marked with a tick and a dark blue frame.

Click again to discard the selection.

To discard the entire group selection, click [Reset all] or [Close] in the task bar.

Group list

Floor plan
A a
1F Office 1
3- o
- -: : = =
) - -y |
Group selection 0 P
X - !
. . B

Group selection —

L Reset all

DESCRIPTION OF THE WEB INTERFACE

_

Task bar

! Task bar

2.3.2 Selecting all unit groups on the selected storey

First select the storey for which you wish to perform this operation. Do this by making your selection in the [Storey
selection] and then in the [Storey display] on the [Home (Preview)] screen. Then click [Select all] on the [Floor plan] screen.
All selected icons on the selected storey are marked with a tick and a dark blue frame.

To discard the entire group selection, click [Reset all] or [Close€] in the task bar.

Floor plan
= === o Selectal

1F Office 1

Home (Preview)

@© Storey display

Select the storey for which
you want to perform the
operation.

L— @ Storey selection
Select the storey unit for which
you want to perform the operation.
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DESCRIPTION OF THE WEB INTERFACE

2.3.3 Selecting all groups

Click [Select all] in the group list.
All icons are marked with a tick and a dark blue frame.
To discard the entire group selection, click [Reset all] or [Close] in the task bar.

Group list

Select all

~
I™—— Resetall

2.3.4 Selecting all groups of a specific centralised controller

Click [Controller] in the group list. Select a centralised controller on the controller selection screen.

The unit groups controlled by the selected centralised controller will be displayed.

Click [Select all] in the (centralised controllers) group list. All icons are marked with a tick and a dark blue frame.
To discard the entire group selection, click [Reset all] or [Close] in the task bar.

Group list Controller selection Centralised controllers group list
o =g = = — - = Select all
” Lo _,,,_,T.—:H_ - J L300 A o i G for Lo} . al
f_,,'. W eset a
Controller —- L T
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DESCRIPTION OF THE WEB INTERFACE

2.3.5 Selecting all groups in a specific block/energy management block

Click [Controller] in the group list. Select a block on the block selection screen. The unit groups within the selected block
will be displayed.

Click [Select all] in the (block units) group list. All icons are marked with a tick and a dark blue frame.

To discard the entire group selection, click [Reset all] or [Close€] in the task bar.

Block
Group list select Block units group list

= e R s Vi Select all

rir&rﬁrqum_ Reset all

] —— - o=

2.3.6 Selecting all groups in entire building

On the Home screen, click [Entire building].
To discard the entire group selection, click [Close] in the task bar.
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SELECTING UNIT TYPES

3. Selecting unit types

3.1  With consistent unit types

If you select the group icons to be operated and click [Advanced], the operating settings screen for the selected groups
will be displayed.
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L—— Advanced

Task bar

Note: [On] and [Off] operations can be performed in the task bar for the selected unit groups.

3.2 With different unit types

If you select the group icons to be operated, the selection options for the unit type are called up in the task bar. Select a
unit type and click [Settings] to display the [Operation settings] screen.

Grundriss: u HWHP MesssTansg AHC-STans

Controfie
Allz Controfler Alle zurucksetzen | |

=] = eemnit T 3 T
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& & L] o
ucocus 32 | e Fhsceo1 4 1 4 cosl143

ﬂ-& éﬂ‘-&; w 2o @1-1 e @l—-; (1 éh

L ° 2
Wﬁ
| 2°C

°

L Settings

Click here to view all groups
of the selected device type
at the same time.

Task bar

Note: If two or more unit types are selected, only the [On/Off] and [Schedule] settings can be configured.
The [Other units] option in the task bar refers to external units.
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OPERATING THE UNITS

4. Operating the units

4.1 Basic functions

The images below provide an example of the operation of the units and depict possible settings for blocking individual
functions of the units.

Group name Adjusted temperature

Airflow direction
On/0ff

Operating mode

Fan speed

Submit
Click here to view
the changes made

a accept.

Schedule Remote control lock

wbedinnung

Lock
8 Hetriebsart
B2 Eingestelite Temg,
E':f' Hiteranzeige nuricksetran
& Luftrichiung

BE Lifergeschwindighkeit

= Timer

Submit
Click here to view
the changes made
accept.

Reset filter display Close

Click here to Reset filter display. Click here to close the settings screen

without making any changes.
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OPERATING THE UNITS

4.2 Schedule settings

4.2.1 Specifying a schedule for a group

On the [Floor plan] screen or in the group list, select one or more group icons to which the schedule should be applied
and click [Schedule]. A screen that enables you to configure a schedule for the selected groups will then appear.

Schedule (Floor plan)

o~
1F Office 1 L

Schedule

Select one or more group icons to which the schedule should be applied and click [Schedule] in the task bar.

If there are different unit types present, a screen for selecting the unit type will appear.

Select a unit type in order to define the schedule.

3. Select a configuration method.

(A) To create a new schedule or edit an existing schedule, click [Edit schedule contents] and then click [OK].

(B) To create a schedule based on the settings of a different group, select [Configuration based on other group],
select the group that is to be used as the initial basis and click [OK]. The contents of the schedule defined for the
selected group will be displayed on the screen that subsequently appears.

N —

(A) Create or edit new (B) Create based on the setting of another group.
Configuration based
on other group
Edit schedule contents
Ao
e
Aamiany
_ Select a group whose

schedule is to be used as
a starting point.

Note: If the group whose schedule is to be used as the initial basis does not have any schedule settings, the screen that
subsequently appears will not contain any schedule contents.

10/ Integrated Centralized Control Web



OPERATING THE UNITS

4.2.2 Defining the date range for the schedule

Five types of weekly schedule can be defined. (A year is divided into a maximum of five time periods.)

Note:

This setting corresponds to [Seasonal settings] on the LCD.

The date ranges for the weekly schedule are configured for each centralised controller (AE-200/EW-50). If the date ranges
for the weekly schedule are configured with the Integrated Centralized Control Web, the same settings will be transferred
to all centralised controllers that are subordinate to the Integrated Centralized Control Web.

1. On the [Schedule (monthly or weekly display)] screen, click [Weekly schedule].
On the [Weekly schedule] screen, click [Date range].

3. On the [Date range configuration] screen, enter the date ranges in which each weekly schedule (weekly schedule 1 to 5)
shall apply.

Schedule (Month) Weekly schedule settings Date range configuration

Switch the display Date range Date range configuration
Toggles between deactivated
=3 month and week.
l I
Schedule (Week)
Switch the display

Toggles between
month and week.

Weekly schedule

Note:

On the [Date range configuration] screen, click the checkbox to display the (&) icon and thereby disable the date range
configuration of the activated weekly schedule.

If [Schedule: Seasonal setting] is set to [Not available] in the initial settings, the date range settings cannot be used. With
regard to the initial settings, please refer to the Initial settings section in the instruction manual.

Integrated Centralized Control Web / 11



OPERATING THE UNITS

4.2.3 Selecting a day of the week

Schedules can be defined for each day of the week in each weekly schedule (weekly schedule 1 to 5).

1. Select one of the weekly schedules (weekly schedule 1 to 5) on the [Schedule] screen.
2. Click the day to define the schedule.

A screen for editing the selected weekly schedule and the selected day of the week will appear.

Day of the week
Weekly schedule 1to 5 The selected day Weekly schedule 1-5
Select the weekly schedule of the week appears The selected weekly
to set the schedule schedule appears

Weekly schedule

cher Zetplan

Selection of the Weekday Simplified display Simplified display
Select the day to The simple schedule content for The simple schedule content appears
set the schedule each day of the week appears
Schedule contents

4.2.4 Creating or changing the schedule contents

1. On the [Edit schedule settings] screen, click [Add] to create a new schedule or [Edit] to change an existing schedule.
A screen containing the schedule contents will appear.

Edit schedule settings

Edit
Click here to change the content
of an modify an existing schedule

Add
Click here to create a new
schedule

12/ Integrated Centralized Control Web




OPERATING THE UNITS

2. On the screen containing the schedule contents, define the start time for the schedule, then define the scheduled
operations and click [OK].
If [Optimised start] has been selected, the operating mode and the set temperature must also be defined.

Schedule settings (1/2) Delete Schedule settings (2/2)
Click here to
delete the Start of
' the Schedule
settings
Start of l Delet
the Schedule elete
> > Click here to
delete the
4I_ settings
0K 0K
Click here to Click here to
Cancel confirm the settings Cancel confirm the settings
Click here to cancel the changes Click here to cancel the changes
and close the settings screen. and close the settings screen.

3. Click [OK] on the [Edit schedule settings] screen once all schedule settings have been completed.

Schedule

Cancel 0K
Click here to undo the changes Click here to confirm
and return to the edit the settings

schedule settings edit screen

Notes:

If a schedule is collectively defined for a block or for all groups, then all operating modes of the respective model are
available to select. However, the available operating modes are dependent on the unit model. The units cannot work in a
selected operating mode that they do not support.

It is not necessary to define schedules for all operations. Define one or more required operations.

The entries for the scheduled operations vary according to the unit type.

Integrated Centralized Control Web / 13



OPERATING THE UNITS

4.2.5 Saving schedules

Once all schedule settings have been completed, click [Send] on the [Schedule] screen to transfer the settings to the
centralised controllers and save these settings.
Click [Cancel] to undo the settings that have been entered.

Schedule

Cancel
' Send
: hCllck herg tT cancel Click here to save the
the changes and close the settings save.

Schedule screen.

Note:

The schedule settings are transferred to the centralised controllers (AE-200/EW-50) by clicking [Send]. Depending on the
scope of the schedule contents, this transfer may take several minutes.

14 / Integrated Centralized Control Web



OPERATING THE UNITS

4.2.6 Copying existing settings to a different group

The schedule settings can be copied between groups.

1. On the [Floor plan] screen or in the group list, select the group whose schedule settings should be copied.
Then click [Copy] in the task bar.

The schedule contents of the selected group are copied and the group icon is displayed with an orange frame.
Select the group into which the copied schedule settings should be pasted, then click [Paste].

4. The name of the group whose schedule settings were copied is displayed under [Copy].

w

[Floor plan]

~
1F Dffice 1 | | %

- g | B '
= = - - v
i o [ i
=l 22 nec]

- 2 - =
JAdmin.Dept 1
)] w

@

Iy

I 22.0°C|
L
Admin. Dept 2

07:35. v

Copy

Click here to copy the
schedule contents of
the selected group

[Group list]

Group symbol

Select the group whose
schedule settings are to
be copied

Copies

frame

The group symbol
appears in an orange

Click here to copy the

schedule contents of
the selected group

Note:

Name of the group
whose schedule settings
are to be copied

Group icon
Select the group into
which the copied
schedule settings

Insert are to be pasted

Click here to paste the
copied settings paste

Group symbol

Select the group whose
schedule settings are to

be copied

Copies

The group symbol
appears in an orange

frame

bt

Name of the group Group icon
whose schedule settings Select the group into
are to be copied which the copied

schedule settings

Insert are to be pasted

Click here to paste the
copied settings paste

The schedules of a group might not be copied identically into a different group type. If a group with the set operating
mode [Optimised start] is copied into the extract air temperature control unit, the [ON/OFF] operation setting will be set to

[On].
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OPERATING THE UNITS

4.2.7 Creating a schedule on the basis of existing settings for a different day of the week

When defining schedules for each day of the week in the weekly schedule, the schedule settings can be created on the

basis of existing settings for a different day of the week.

1. On the [Edit schedule settings] screen, click [Based on...].
2. On the [Based on...] screen, select the template or the day of the week whose schedule should be used as the initial

basis.

3. The schedule contents that have been defined for the selected template or day of the week will appear in the [Edit

schedule settings] screen.

4. Schedule contents can be added or changed if necessary.

[Weekly schedule]

Edit schedule settings
(Weekly schedule settings)

Day of the
week to set g
the schedule
Based on existing Copy source
settings of another
other day of the week Select the day of
the week whose schedule

is to be used as
a starting point.

16 / Integrated Centralized Control Web

Copy source selection

PIERETy

Schedule contents
The contents of the
schedule set for the
selected day of the
week are displayed.

Edit schedule settings
(Weekly schedule settings)

Edit

Click here to see

the schedule
Add contents edit..

Click here to add the
schedule contents.



OPERATING THE UNITS

4.2.8 Using schedule templates

On the [Floor plan] screen or in the group list, select one or more group icons to which the schedule should be applied.

Up to five operating schedules can be defined.

1. On the [Schedule (monthly or weekly display)] screen, click [Yearly schedule].

2. On the [Schedule settings] screen, select a schedule template for defining the schedule.
3. A screen for editing the schedule settings will open.

Schedule (Month) Template settings Edit schedule settings (Template)

Template selection Schedule contents

Select a template
to set the schedule
Yearly schedule Simp!ified display
Swlitching the display Simplified display The simple schedule contents for
Switches between month each template appear.

The simple schedule
contents for each
template appear.

d week.
and wee Template for setting the schedule

On the [Edit schedule settings] screen, define the start time for the schedule, then define the scheduled operations and
click [OK].
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OPERATING THE UNITS

4.2.9 Assigning schedule templates to specific days

Each schedule template can be assigned to specific days such as public holidays and the summer break.

1. On the [Schedule (monthly or weekly display)] screen, click the date to which a template should be assigned.
2. Select the template that should be assigned to the selected date.

Switching the display

Switches between
Schedule (Month) month and week.

I
>

Template selection
Number of assigned Select a template
templates to set the set
Date schedule

Click on the day to
set the schedule.

3. Once all schedule settings have been completed, click [Send] on the [Schedule] screen to transfer the settings to the
centralised controllers and save these settings.

Click [Cancel] to undo the settings that have been entered.

Schedule

Cancel
Click here to cancel the changes
and close the Schedule screen.

Send
Click here to save the settings.

Note:

The schedule settings are transferred to the centralised controllers (AE-200/EW-50) by clicking [Send]. Depending on the
scope of the schedule contents, this transfer may take several minutes.
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PERSONAL WEB

5. Personal Web

The Personal Web function enables each user to control their own air conditioning unit or their own air conditioning unit
group.

The users of this function can be set up on the AE-200/EW-50 via the address http://[IP address of the EW-50]/control.
The login details are:

e User name: administrator

e Password: admin

1. Click [User login] on the [Settings] screen.

SalT

L

Home

(o.¢]

Monitor/Betrieb

i User login —> i T
Energhevervaltung Click here to register a user i CEmel

Grundeinstellungen

[ ]
Zeitplan

Liftungseinstellungen

a
o

2. Then click [For general users].

Fir Gebaudeverwalter

< Fir Vermietungsverwalter

For general users —» Far allgemeine Anwender

Click here to register
or edit users
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PERSONAL WEB

3. On the [Registration for general users] screen, click [Edit] to change the user ID and user name of a user. Click [Add]
to create a new user.

Registrierung fiir allgemeine Anwender

Benutzer-ID Benutzername

Bearbeiten

Edit
Edit the details of
an already created user

maxmustermann

Add

7 Create a new user
Abbrechen
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PERSONAL WEB

4. Once you have clicked [Edit] or [Add], the following screen will open. By selecting the checkboxes under [All control-
lers], you can select which unit groups the user may control via the virtual remote controller.

Registrierung fir allgemeine Anwender

Benutzer-10

@ 007
- ﬁb"ﬂll‘.."F'l Mg

Nutzer

W -
Klimaanlage LOSSHAY e e Andere Gerite
= NETEONGUNG

Eﬁ 4 E 0 f-o

Controller A“E Cbntl'ollér

Check the box to = D2.030 Teekiiche _j = [02.010 Kombibiiro

select the device
o [ ] 8 Magistrale 02.4 [ ] 8 Gruppeot--
== D?2.020 Kombibiiro ._! i?tf Gruppe01-6
L == D2.040 Kombibiiro _i == B2.1 raumbiiro
L '@f Gruppe01-9 _l == B2.150_Einzelgeraet
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After the general user has logged in, the user receives an overview of the unit groups via the link http://[IP address of
the EW-50]/control. Only the unit types previously defined by the user are displayed in this view.
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SETTINGS

6. Settings

In the menu, click [Settings] to configure the settings for the screen display, user registration and other initial settings.

'E? ja lr I-a i» E

Setting
[Screen display configuration]

[Info display on start screen]

Description
Define whether [Info] items should be displayed on the start screen.

[Energy display on start screen]

Define whether [Energy consumption status] should be displayed on the start
screen.

[Display order for Define whether the unit groups should be displayed on the screen in order of their
block / group / address] number or name.

[Error message] Enable or disable the error notification function.

[Start screen] Select the [Home] or [Monitor/Operation] screen that should be displayed as the

start screen.

[User login]

[Building manager]

Define the user ID and password of the building manager.

[Tenant officers]

Define user IDs, passwords and management units for tenant officers.

[General users]

Define user IDs, passwords and management units for general users.

[Initial settings]

[Date and time configuration]

Configure the date and time.

[Licence registration]

Register licences to activate additional functions.

[Configure functions]

[Email]

Configure the settings for email dispatch.

[Peak load restriction]

Configure the functions for restricting the peak load.

[Temperature range limit configuration]

Define the configurable temperature range for the local remote controllers or the
web browser.

[Night mode switchover schedule]

Define the time period during which the outdoor units should be operated in a quieter
mode.

[Outside temperature control]

Define the impact that the outside temperature should have on the setpoint specifi-
cation.

[Inversion control (cool-down protection)]

Define the room temperatures that should be maintained (even when the indoor
units are switched off).

[Ventilation settings]

[Ventilation mode
(night-time venting setting)]

Define the settings governing when and how (in the case of colder outside tempera-
tures) the rooms should be aired.
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ERROR HANDLING

7. Error handling

Click [Info] in the menu, then click [Error list] to open the [Error list] screen.
An up-to-date list of units with errors will appear.

Note:

If an error occurs, check the address of the faulty unit, the error code and its corresponding definition. Then contact your

dealer.

Group name

Unit address

AR u TR /—— Reset all

Controller

Fehlerliste Alle Controliar Al zuricksetz. |
*
s B renlercode: 0093
e et g Fehlercode: 6604 ——— — Controller
Energiavarvainng ‘b Fehlercade: 4102
L. p Fehlercode: 4102
Zeeple 3
= Adrene: 01-3-06]1
p Fehlercode: 4102
Adrespet 01-2076
6920 ¢ Error code

CHOWEIC] 013 VITSUBERS BCTRE: CORPORATICN AN KOMEH ReMrves

Menu item Description

[Controller]

The display target units can be narrowed down by selecting a centralised controller.

[Group name]

The group name of the unit with an error is displayed.
Note: This group name is not displayed if the unit with an error is an outdoor unit or a system controller.

[Unit address] The number of the centralised controller and the address of the faulty unit are displayed.
[Error code] The error code of the error is displayed.

Click the error code to show its corresponding description.
[Reset all] Click here to reset all errors simultaneously.

Note: The units whose errors are reset will stop.
Note: Only errors on the centralised controller that is selected under [Controller] will be reset.

* Non-faulty units may stop during the error reset process.
For details relating to the AE-200, please refer to the Detailed operations section in the instruction manual.
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A list of all units with an activated filter warning can be displayed.
Click [Info] in the menu, then click [Filter display] to open the [Filter display] screen.

Group name

Unit address

R i | e s,
/—— Reset all
Controller
e Filteranzeige Alle Contraller Alle 2urCocsetz. |
s Ty Adminoet Zurbcksetzen | @
[o.o} g § 3001 S I
ki g Adminopt2 Zurbcksetzen — Controller
@ adioin. 011
Shoimlin i D Admin.Dpt.3 Zurtidcsetzen
a 2
Zirplan Admin.Dpt.4 Zurlcksatzan
= ' ﬂ Adresca 01-1-004
F=r Admin.Dpt.5 Zurticksetzen
“ Adreste: 01-1-00% lﬁl
5 enng o3 = Reset
1-1-006
. Purchasing Dpt.1
Adrecse: 01-1-006

11:08

10/05iMan)

Menu item Description

[Controller]

The display target unit groups can be narrowed down by selecting a centralised controller.

[Group name]

The name which appears is that of the group containing the unit whose filter display is activated.

[Unit address] The number which appears is that of the centralised controller whose filter display is activated.

[Reset] Click here to reset the filter display of the group containing the unit with the activated filter display.
Note: Reset the filter display after cleaning the filter.
Note: In the case of a unit whose filter display is not shown, the cumulative filter usage time can be deleted on the advanced settings
screen. Information on this topic can be found in the Integrated Centralized Control Web manual for the AE-200/EW-50.

[Reset all] Click here to simultaneously reset all filter displays of the centralised controller selected under [Controller].

Note: Reset the filter display after cleaning the filter.
Note: After resetting the filter displays, it can take up to an hour until the filter displays on the local remote controllers are deleted. If the
filter displays are reset from the local remote controllers, it will take up to an hour until the filter display on this screen is deleted.
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Click [Info] in the menu, then click [Error report for unit] to open the [Error report for unit] screen.
Note: The last 64 unit errors of each AE-200/EW-50 are displayed.
Note: Unit errors of all AE-200/EW-50 controllers are displayed in a list.

pre== = s
‘/—— elete report
F-hl.rprmkg” fUr Gerit Cortruber Alle Controfher Prot. Bach, l
* Fetieruode/Ger Mesdresse (Bntdeckl) Seor setpunit Freigabeser
i E Fehlarcode: 7130 11/19/2015 13:32
MennorfBatricd E Fehlercode: 5101 11/19/2015 13:31 Controller
4""‘""“‘“‘0 Fehlercode: 5101 11/19/2015 13:30 11/19/2015 13:35
Group name T = s it 1w 011
Zenplan ﬂ F 5101 e Error code
Adreysa: 01-1-0%1{07-1-051)
ﬂ Fehlercode: 5101 11/19/2015 13:29 11/19/2015 13:34
LOSSMAY L Adveate: 01-1-066{0T-1-040) Date and time at
ﬂ ‘Fehlercode: 5101 11/19/2015 13:28 11/19/2015 13:35 which error occured
AT | Advmsse: D1-1-04(01-1-001)
Unit address of — Date and time of
error source error resolution
1/t
Unit address of
04:53
error message i
o CIVEIIC) 3003 NITHBIIH SUICTHIC COMPORATICN AT Igres Lidrael
Menu item Description

[Controller]

The display target error report can be narrowed down by selecting a centralised controller.

[Date and time at which error
occurred]

The date and time at which the error occurred is displayed.

[Date and time of error resolution]

The date and time at which the error was resolved is displayed.

[Error code]

The error code of the error is displayed.

Click the error code to show its corresponding description.

[Unit address of error source]

The number of the centralised controller and the address of the faulty unit are displayed.

[Unit address of error message]

The address of the unit that reported the error is displayed.

[Delete report]

Click here to delete the displayed unit error report of the centralised controller selected under [Controller] [Controller].
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WEB BROWSER NAVIGATION OVERVIEW

8. Web browser navigation overview
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